
Proposal for 305b/303d Assessments 
Using Geomorphic and Stream Crossing Data

1A. Collect FEH 
data using VTANR 

protocols

1B. Collect stream 
crossing data using 

NHGS protocols

2A. Use assessment 
algorithm to 
determine 

impairments of the 
Geomorphic 

Integrity designated 
use for each 

geomorphic reach

2B. Use assessment 
algorithm to 
determine 

impairments of the 
Geomorphic 

Integrity designated 
use for each stream 

crossing

2C. Use assessment 
algorithm to 
determine 

impairments to the 
Aquatic Life 

designated use for 
each stream 

crossing (primarily 
due to aquatic 

organism passage)

3A. Using scaling 
algorithm to 

combine reach-level 
and crossing-level 
impairments of the 

Geomorphic 
Integrity designated 

use to determine 
impairments for 

305b/303d 
assessment units

3B. Using scaling 
algorithm to 

combine crossing-
level impairments of 

the Aquatic Life 
designated use to 

determine 
impairments for 

305b/303d 
assessment units

4A. Add assessment 
units impaired for 
the Geomorphic 

Integrity designated 
use to the 303d List 

4B. Add assessment 
units impaired for 
the Aquatic Life 

designated use to 
the 303d List 
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Geomorphic
Reach #1

Geomorphic
Reach #2

Geomorphic
Reach #3

Geomorphic
Reach #4

Geomorphic
Reach #5

Stream 
Crossing #1

Stream 
Crossing #2
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